
TYPE

FINISH

ORIGIN

SIZE

THICKNESS

APPLICATION

FLEXING ENDURANCE

COLOUR FASTNESS TO LIGHT

TEAR STRENGTH, SINGLE EDGE TEAR

CARE INSTRUCTIONS

FIRE RATING & CERTIFICATION

COMPLIANCE TO CHEMICAL 
COMPOSITION (R.E.A.C.H)

COLOUR FASTNESS TO AND FRO RUBBING

Natural Full Grain Bovine

Full Aniline Pull Up

European

Average 4.8sq mtrs

0.9 - 1.1mm

Commercial / Domestic - Upholstery, Wall Panels & Curtains

EN ISO 5402 | > 50,000 Cycles

EN ISO 105 B02 (Met.5) | ≥ 3 Blu Scale

EN ISO 3377-1 | ≥ 20N

Vacuum regularly with soft brush. Use a damp white cloth 
that is colourfast and wipe regularly. Do not use detergents, 
solvents, abrasives. Protect from direct sunlight and heat 
sources. Avoid sharp objects.

AS/NZS 1530.3-1999 | AS/NZS 3837-1998
EN ISO 1021-1 & 1021-2 | UNI EN ISO 9001: 2015
Environmental UNI EN ISO 14001:2015
ISO 5660.1-2015 | BS 5852:1979 | BS EN 1021-1-2:2006

ISO 17226 –1:2008 | ISO 17075-2:2017 EN 
ISO 17234 -1:2010

EN ISO 11640:1998
Dry 50 ≥ 3 
Wet 20 ≥ 3 
Sweat 20  ≥ 2
EN ISO 11641 | Ph8
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The Laguna range of leathers is a very unique Aniline with an aged 

look which gives a beautiful vintage expression to any environment. 
This range is produced on top quality European hides. The Laguna is 
suitable for use in Domestic and Commercial applications.

FULL ANILINE LEATHER

“is a very unique 
Aniline with an aged 
pull-up effect to it.”

VIEW ENVIRONMENTAL ACCREDITATIONS & FULL SPECIFICATION DETAILS

BLUE ANGEL CERTIFIED  LWG GOLD RATED


